
IMPORTANT:

PLEASE COMPLETELY UNDERSTAND ALL USER INSTRUCTIONS AND SAFETY 
INFORMATION BEFORE USING THIS PRODUCT.
AS WITH ANY HIGH TECH PRODUCT YOU NEED TO ROUTINELY CHECK FOR 
LOOSE HARDWARE, CRACKS OR OTHER DAMAGE AND REPLACE ITEMS AS 
NECESSARY.
DO NOT USE PRODUCT IF ANY OF THESE CONDITIONS EXIST.

INSTRUCTIONS FOR MOUNTING BEHIND FRONT AERO BOTTLES WITH 
STRAWS.

Tool required:
5mm hex wrench.
The Computer Mount attaches with a screw through the steerer cap, into the 
steerer nut.
Remove your existing steerer cap socket head screw with a 5mm hex 
wrench. You will not use this screw with the Computer Mount.
Place the 40mm long M6 socket head cap screw through the M6 plain steel 
silver washer and down through the Computer Mount slot. You can have the 
mount facing forward or backward, whichever is easier for you to see the 
computer.
Tighten to 9-18 in lbs (1-2 nm). Attach Computer to Mount.

INSTRUCTIONS FOR MOUNTING ONTO REAR OF TORPEDO SYSTEM.

Tools required:
4mm hex wrench.
8mm open wrench.
The Computer Mount will face to the rear and attaches with the hardware 
supplied through the rear slot in the Torpedo plate and the slot of the 
Computer Mount. Place the 20mm long M5 socket head cap screw through 
an M5 plain steel silver washer, through the Torpedo plate, M5 plain black 
Nylon washer, the Computer Mount, a second M5 plain steel silver washer 
and into an M5 Nyloc nut.

Push the Computer Mount forward as far as you can. Tighten with 4mm hex 
wrench and 8mm open wrench to 30 in. lbs (3.4 nm).
Attach Computer to Mount.

Thank you for purchasing on XLAB Aero Computer Mount.
You should have years of pleasure using it.

If you have any concerns please e-mail
info@xlab-usa.com
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